
INVITATION FOR QUOTATION 

 

TEQIP-III/2018/rgit/Shopping/3                            

 

To, 

  

 

Sub: Invitation for Quotations for supply of Goods  

 

Dear Sir, 

1. You are invited to submit your most competitive quotation for the following goods with 

item wise detailed specifications given at Annexure I, 

 

Sr. 
No 

Brief Description Quantity Delivery 
Period(In 
days) 

Place of 
Delivery 

Installation 
Requirement (if 
any) 

1 Computer Chair (Non 
revolving) 

123 30 RGGEC 
KANGRA 

YES 

2 Computer Lab modular 
Seating 

107 30 RGGEC 
KANGRA 

YES 

3 EXECUTIVE CHAIR 
(Revolving) 

26 30 RGGEC 
KANGRA 

YES 

4 Executive Table with 
side storage and 
drawer(non fixed) 

26 30 RGGEC 
KANGRA 

YES 

5 Library Almirah (Glass 
Door,) 

35 30 RGGEC 
KANGRA 

YES 

6 Low Back Cabinet 6 30 RGGEC 
KANGRA 

YES 

7 Modular Computer Lab 
Table (Staff) 

17 30 RGGEC 
KANGRA 

YES 



8 PIN UP BOARD (Faculty) 36 30 RGGEC 
KANGRA 

YES 

9 Steel rack 10 30 RGGEC 
KANGRA 

YES 

10 Vertical blinds(Lab) (per 
Sq Ft) 

1000 30 RGGEC 
KANGRA 

YES 

11 Visitor Chair (Non 
revolving) 

118 30 RGGEC 
KANGRA 

YES 

 

 

2. Government of India has received a credit from the International Development 

Association (IDA) towards the cost of the Technical Education Quality Improvement 

Programme[TEQIP]-Phase III Project and intends to apply part of the proceeds of this 

credit to eligible payments under the contract for which this invitation for quotations is 

issued. 

3. Quotation, 

3.1 The contract shall be for the full quantity as described above.  

3.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing. 

3.3 All duties and other levies payable by the supplier under the contract shall be 

included in the unit price. 

3.4 Applicable taxes shall be quoted separately for all items. 

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and 

shall not be subject to adjustment on any account. 

3.6 The Prices should be quoted in Indian Rupees only. 

4. Each bidder shall submit only one quotation. 

5. Quotation shall remain valid for a period not less than 45 days after the last date of 

quotation submission. 

6. Evaluation of Quotations, 

The Purchaser will evaluate and compare the quotations determined to be substantially 

responsive i.e. which 

6.1 are properly signed ; and 



6.2 confirm to the terms and conditions, and specifications. 

7. The Quotations would be evaluated for all items together. 

8. Award of contract:  

The Purchaser will award the contract to the bidder whose quotation has been 

determined to be substantially responsive and who has offered the lowest evaluated 

quotation price. 

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any 

quotations and to cancel the bidding process and reject all quotations at any time 

prior to the award of contract. 

8.2 The bidder whose bid is accepted will be notified of the award of contract by the 

Purchaser prior to expiration of the quotation validity period. The terms of the 

accepted offer shall be incorporated in the purchase order. 

9. Payment shall be made in Indian Rupees as follows: 

Delivery and Installation - 90% of total cost 

Satisfactory Acceptance - 10% of total cost 

 

 

10. All supplied items are under warranty of 36 months from the date of successful 

acceptance of items. 

11. You are requested to provide your offer latest by 12:00 hours on 28-Jun-2018 . 

12. Detailed specifications of the items are at Annexure I. 

13. Training Clause (if any) NO 

14. Testing/Installation Clause (if any) YES 

15. Information brochures/ Product catalogue, if any must be accompanied with the 

quotation clearly indicating the model quoted for.  

16. Sealed quotation to be submitted/ delivered at the address mentioned below, 

VILL MASSAL TEHSIL NAGROTA BAGWAN DISTT KANGRA HIMACHAL PRADESH 176047 

17. We look forward to receiving your quotation and thank you for your interest in this 

project. 

 

 



(Authorized Signatory) 

Name & Designation  

Annexure I 

 

Sr. 
No 

Item Name Specifications 

1 Computer Chair 
(Non revolving) 

Size and Specifications: - W-500mm, D-530mm, H-840mm. Seat and 
back are made up of 12 mm. thick hot pressed plywood 
upholstered with Leatherette and molded with polyurethane foam 
(HD FOAM with density = 45 +/-2 kg/m3 and Hardness = 20 +/- 2). 
The back ply and foam is designed to provide maximum lumber 
support for comfortable seating posture. The connecting seat and 
back padded armrest design for sleek looking loop single piece with 
Stainless Steel Frame. The stackable chair with Stainless steel 4 
fixed legs 

2 Computer Lab 
modular Seating 

Size and Specifications: - 750mm (L) x 450mm (D) x750mm (H). 
Table top of 25mm thick pre laminated Particle board supported on 
minimum 2mm thick powder coated steel brackets, modesty panel 
and gable ends of 18mm thick pre laminated particle board. All 
working or non-working edges machine pressed 2mm thick PVC 
edging using special hot melt glue at hot temperature. Provision for 
pin up board with fabric/ white marker of approved shade. Metal 
wire raceway & grommet for passing wires. Die cut made of prime 
quality ERW tubular rectangular frame. All steel components of pre-
treated with anti-rust treatment and duly powder coated minimum 
50 microns. One PVC keyboard tray with soft closing sliding 
channels fitted and metal CPU trolley for each seating. Foot rest of 
18mm thick pre laminated particle board at the bottom connecting 
both the gable ends at a point. 

3 EXECUTIVE 
CHAIR 
(Revolving) 

Size and Specifications: - Overall Height 1190mm max, 1115mm 
min, overall width 560mm, overall depth 530mm, seat size :- 
470mm (W) x 480mm (D)x 100 mm thickness and back size 470mm 
(W) x 660mm (H) x 100 mm thickness, seat and back are made up of 
12 mm. thick hot pressed plywood upholstered with Leatherette 
and molded with polyurethane foam (HD FOAM with density = 45 
+/-2 kg/m3 and Hardness = 20 +/- 2). The back plywood shall be 
designed with contoured lumbar support for extra comfort. The 
chair shall have an center tilt mechanism and tilt tension 



adjustment, single locking facility and full 360 degrees swivel 
mechanism, the one piece arm rest should be made up of black 
integral skin polypropylene with 50-70 Shore “A” hardness 
reinforced with MS , the armrest are scratch and weather resistant. 
The arm rests are fitted to the seat with a connecting strip assembly 
made of 5mm of HR steel. The prong (base) is made of nylon and 
fitted with 5nos. twin wheel castors (castor wheel dia. 50mm). The 
prong (base) is 660mm pitch center dia (700mm with castors). The 
telescopic bellows is 3 piece telescopic type and injection molded in 
black polyurethane. The pneumatic height adjustment shall have 
adjustment stroke of 75mm and shall be operated at 30kgs 
extension force. Min. Seat Height from ground: 530 mm 

4 Executive Table 
with side 
storage and 
drawer(non 
fixed) 

Size and Specifications: - 1800mm (L) x 900mm (D) x 750mm (H). 
Table top of 36 mm thick pre laminated Particle board supported 
on minimum 2mm thick powder coated steel brackets, Modesty 
panel shall be made of 18mm thick pre laminated particle board 
and Gable end shall be made of 36mm thick pre laminated particle 
board. All working or non-working edges machine pressed 2mm 
thick PVC edging using special hot melt glue at hot temperature. 
Grommet for passing wires. Die cut made of prime quality ERW 
tubular rectangular frame. All steel components of pre-treated with 
anti-rust treatment and duly powder coated minimum 50 microns. 
Side Runner Size and specifications: - 1050mm (L) x 500mm (D) x 
750mm (H). Top of 25mm thick pre laminated particle board, sides 
and front of 18mm thick pre laminated particle board and the back 
of 9mm thick pre laminated particle board. Pedestal unit of 18mm 
thick pre laminated particle board and having a combination of 
three drawers (two drawers of std. size and one file drawer) with SS 
96mm handles and fitted on telescopic side mounted ball based 
channels with full extension  soft closing Chanel with single locking 
management, drawer bottom and pedestal backing of  9mm thick 
pre laminated particle board with10mm thick toughened glass  on 
the top. 

5 Library Almirah 
(Glass Door,) 

Size and Specifications :- 900mm(W)x485mm(D)x1980mm(H) with  
Pedestal( Thickness 1.0mm, Width 70mm and Height 125mm of MS 
CRCA sheet). Material – Mild Steel conforming to CR-1 Grade 340 IS 
513: 2008 Almirahs made from prime quality, tested CRCA sheets of 
thickness 0.8mm for back, shelves & 0.9mm thick for all other 
components.  Glass door of 5mm thick transparent glass 4 Nos.(No 
of doors 02). Full height steel hinged door with handle and three 



way locking mechanism with shooting bolt arrangement. Height 
wise adjustable shelf mounting, uniformly distributed load capacity 
for each full shelves of 80Kg, maximum 4 nos. of adjustable full 
shelves. M10 screw type leveler with hex plastic base. The Locking-
bar is guided into a fork-type double-flange steel-guide. A superior 
quality 6 lever lock with duplicate stainless steel keys. Painted with 
grey shade good quality synthetic enamel paint with dry film 
thickness of appox.70-80m. 

6 Low Back 
Cabinet 

Size and Specifications: 1600mm (L)x 490mm (D)x 800mm (H). Top 
is made of 18 mm thick pre laminated particle board with 2mm 
thick PVC edge banding and the rest carcass is of 18 mm thick pre 
laminated particle board. The storage contains two shelves with 
Openable Shutters, Handles & Lock. 

7 Modular 
Computer Lab 
Table (Staff) 

Size and Specifications: - 1200mm (L) x 600mm (D) x 750mm (H). 
Table top of 25mm thick pre laminated Particle board supported on 
minimum 2mm thick powder coated steel brackets, modesty panel 
and gable ends of 18mm thick pre laminated particle board. All 
working or non-working edges machine pressed 2mm thick PVC 
edging using special hot melt glue at hot temperature. Provision for 
pin up board with fabric/ white marker of approved shade. 
Grommet for passing wires. Die cut made of prime quality ERW 
tubular rectangular frame. All steel components of pre- treated 
with anti-rust treatment and duly powder coated minimum 50 
microns. One PVC keyboard tray with soft closing sliding channels 
fitted and metal CPU trolley for each seating. Pedestal of 18mm 
thick pre laminated particle board and having a combination of 
three drawers soft closing Chanel with single locking management. 
Drawer bottom and pedestal backing of 9mm thick pre laminated 
particle board. 

8 PIN UP BOARD 
(Faculty) 

Size and Specifications: - 4 feet x 3 feet, half portion white board 
(magnetic) and rest half portion of Soft-board core, material, with 
heavy duty aluminium frame, soft velvet cover in maroon /blue 
colour on soft-board core with 50 pieces of push pin of multiple 
colours and good quality 

9 Steel rack Slotted angle Rack 1800 x 900 x 450 mm (HxWXD), 6 shelves, 
slotted angle made with 40x 40x2 CRCA sheets.Shelves masde from 
CRCA sheets of 0.8 mm thickness. Corner plated made from CRCA 
sheets 1.6 mm thickness. 4 step anti corrosion treatment to be 



done 

10 Vertical 
blinds(Lab) (per 
Sq Ft) 

Specifications: - Polyester and PVC blend fabric Vertical Blinds , 
Sliding type , Fabric thickness 0.75 mm , Flammability class 1, 
Aluminium head rail and bottom rail, UV blocking 80 %, System : 
Bead chain type, weight  of fabric ~450 g/m2 . 

11 Visitor Chair 
(Non revolving) 

Size and Specifications: - Chair seat 510mm (W) x500mm (D) x 65 
mm thickness and chair back 530mm (H) x 510mm (W) x 60mm 
thickness, chair seat is made up of 12mm thick hot pressed ply 
wood upholstered with Leatherette/ fabric and molded with PU and 
PVC back(polyurethane HD foam for seat and back with density = 
45 +/-2 kg/m3 and Hardness = 20 +/- 2. The back ply and foam is 
designed to provide maximum lumber support for comfortable 
seating posture. The chair shall have poly propylene finished arm 
rests. The arm rests are fitted to the seat and back with 6mm dia. 
and 57mm long screw made of HR steel. The understructure shall 
be out of metal base tubular frame of cantilever type and of dia. 
2cm x 18 BG M.S.ERW tube and powder coated. Min. Seat Height 
from ground: 490 mm. 

 

 



FORMAT FOR QUOTATION SUBMISSION 

(In letterhead of the supplier with seal) 

Date: _______________ 

To:       

____________________________ 

____________________________ 

 

Sl. 

No. 

Description of 

goods (with full 

Specifications) 

Qty. Unit Quoted Unit rate in Rs. 

(Including Ex Factory price, excise duty, packing and 

forwarding, transportation, insurance, other local 

costs incidental to delivery and warranty/ guaranty 

commitments)  

Total Price  

(A) 

Sales tax and other 

taxes payable 

In  

% 

In figures 

(B) 

        

Total Cost    

 

Gross Total Cost (A+B): Rs. ________________ 

 

We agree to supply the above goods in accordance with the technical specifications for a total contract price of Rs. ———————— (Amount in 

figures) (Rupees ————————amount in words) within the period specified in the Invitation for Quotations. 

 



We confirm that the normal commercial warranty/ guarantee of ——————— months shall apply to the offered items and we also confirm to 

agree with terms and conditions as mentioned in the Invitation Letter.  

 

We hereby certify that we have taken steps to ensure that no person acting for us or on our behalf will engage in bribery. 

 

Signature of Supplier 

Name: __________________ 

Address: __________________ 

Contact No: ______________ 


