
INVITATION FOR QUOTATION

TEQIP-III/2018/rgit/Shopping/26 16-Oct-2018

To,

Sub: Invitation for Quotations for supply of Goods

Dear Sir,

1. You are invited to submit your most competitive quotation for the following goods with item wise detailed specifications given at

Annexure I,

Sr.

No

Brief Description Quantity Delivery Period(In

days)

Place of Delivery Installation Requirement (if

any)

1 Multi Parameter Photometer 1 30 RGGEC NAGROTA

BAGWAN

YES

2 Water Level Monitor 1 30 RGGEC NAGROTA

BAGWAN

YES



3 Water Quality Parameters

Apparatus

1 30 RGGEC NAGROTA

BAGWAN

YES

2. Government of India has received a credit from the International Development Association (IDA) towards the cost of the

Technical Education Quality Improvement Programme[TEQIP]-Phase III Project and intends to apply part of the proceeds of this

credit to eligible payments under the contract for which this invitation for quotations is issued.

3. Quotation,

3.1 The contract shall be for the full quantity as described above.

3.2 Corrections, if any, shall be made by crossing out, initialing, dating and re writing.

3.3 All duties and other levies payable by the supplier under the contract shall be included in the unit price.

3.4 Applicable taxes shall be quoted separately for all items.

3.5 The prices quoted by the bidder shall be fixed for the duration of the contract and shall not be subject to adjustment on any

account.

3.6 The Prices should be quoted in Indian Rupees only.

4. Each bidder shall submit only one quotation.

5. Quotation shall remain valid for a period not less than 40 days after the last date of quotation submission.

6. Evaluation of Quotations,

The Purchaser will evaluate and compare the quotations determined to be substantially responsive i.e. which

6.1 are properly signed; and

6.2 Confirm to the terms and conditions, and specifications.



6.3 Must have valid GST Number

6.4 Must have attached genuine brochures with the quotation and indicate the item to be supplied in the brochure

6.5 Must Have Manufacturer Authorization Certificate.

6.6 Must have made a declaration regarding “Not being blacklisted or debarred” from any government organization at any

point in time, on its letter head.

7. The Quotations would be evaluated for all items together.

8. Award of contract:

The Purchaser will award the contract to the bidder whose quotation has been determined to be substantially responsive and

who has offered the lowest evaluated quotation price.

8.1 Notwithstanding the above, the Purchaser reserves the right to accept or reject any quotations and to cancel the bidding

process and reject all quotations at any time prior to the award of contract.

8.2 The bidder whose bid is accepted will be notified of the award of contract by the Purchaser prior to expiration of the

quotation validity period. The terms of the accepted offer shall be incorporated in the purchase order.

9. Payment shall be made in Indian Rupees as follows:

Delivery and Installation - 90% of total cost

Satisfactory Acceptance - 10% of total cost

10. All supplied items are under warranty of 12 months from the date of successful acceptance of items.

11. You are requested to provide your offer latest by 13:00 hours on 07-Nov-2018 .



12. Detailed specifications of the items are at Annexure I.

13. Training Clause (if any) YES

14. Testing/Installation Clause (if any) YES

15. Information brochures/ Product catalogue, must be accompanied with the quotation clearly indicating the model quoted for.

16. Sealed quotation to be submitted/ delivered at the address mentioned below,

TEQIP CELL, RAJIV GANDHI GOVERNMENT ENGINEERING COLLEGE, VILL MASSAL TEHSIL NAGROTA BAGWAN DISTT KANGRA HIMACHAL

PRADESH 176047

17. We look forward to receiving your quotation and thank you for your interest in this project.

(Authorized Signatory)

Name & Designation



Annexure I

S. No. Name of Equipments (Brief Specifications)

1

Water Quality Parameter Apparatus

Param
eter

Cable Length Standard：10m

pH

Principal
Glass membrane

electrode

Range 0～14pH

Resolution 0.01pH

Repeatability ±0.05pH



Accuracy ±0.1pH

Temp
Compensation

-5～55℃

COND
UCTIVI

TY

Principal 4 AC electrode cell

Range
0～10S/m

（0～100mS/cm）

Resolution

0.000～
0.999mS/cm:0.001

1.00～
9.99mS/cm:0.01

10.0～
99.9mS/cm:0.1

0.0～99.9mS/m:0.1

0.100～
0.999S/m:0.001

1.00～9.99S/m:0.01

Repeatability ±0.05% F.S.

Accuracy
±1% (Median of two-

point calibration)

Temp
Compensation

-5～55℃

DO

Principal
Polarographic

Method

Range 0～50.0mg/L

Resolution 0.01mg/L

Repeatability ±0.1mg/L

Accuracy

0～20mg/L：
±0.2mg/L

20～50mg/L：
±0.5mg/L

Temp
Compensation

0～40℃



TURBI
DITY

Principal
Light Light source
and 30° scattering

method (LED)

Range 0～800NTU

Resolution 0.1NTU

Repeatability
±5%(Reading) or

±0.5NTU
whichever is greater

Accuracy
±5%（Reading) or

1NTU

ORP

Principal
Platinum electrode

method

Range
-2000 mV～
+2000mV

Resolution 1mV

Repeatability ±5mV

Accuracy ±15mV

TEMP
ERATU

RE

Principal Thermistor method

Range -10～55℃

Resolution 0.01℃

Repeatability 0.10℃

Accuracy
JIS Class B Platinum

thermometer sensor,
( 0.3 + 0.005 |t|)

SALINI
TY

Principal
Conductivity
conversion

Range
0～70PPT

(Permillage)

Resolution 0.1PPT

Repeatability ±1PPT

Accuracy ±3PPT



TDS
(Total
Dissol
ved

Solid)

Principal
Conductivity
conversion

Range 0～100g/L

Resolution 0.1%F.S.

Repeatability ±2g/L

Accuracy ±5g/L

Specifi
c

gravity
(Sea

water)

Principal
Conductivity
conversion

Range 0～50σt

Resolution 0.1σt

Repeatability ±2σt

Accuracy ±5σt

DEPTH

Principal pressure method

Range 0～30m

Resolution 0.5m

Repeatability ±1% F.S.

Accuracy ±0.3m

GPS Yes

Memo
ry:

10,000 data
sets

Power Battery C batteries x 4

Outpu
t:

USB

2

Water Level Monitor

For measuring the depth (100 ft./ 30 m) to water in wells,
boreholes, standpipes, and tanks, portable hand operated
meters. Should be sturdy, easy to use and read accurately to
1/100 ft. or each millimeter for use in small diameter tubes.

The Probe should be submersible up to 1000 ft. (300 m), ideal
for measuring total well depth. The sensor at the tip of the



probe provides consistent measurements with almost zero
displacement. The tape seal plug design allows the probe to be
quickly and easily replaced, if required.

 Size: 5/8" dia., 5.38" long (16 mm x 137 mm)
 Markings each 1/100 ft. or millimeter
 Marking in Meters and centimeters with markings every

mm
 Traceable to national standards
 Sensitivity adjustable to conductivity
 Probes avoid false readings in cascading water
 Permanent laser markings
 Non-stretch PVDF flat tape with stainless steel

conductor
 Rugged, corrosion proof components
 Strong, flexible tapes
 Easy to splice and repair
 PVDF replacement tapes are interchangeable with other

meters

Tape Guide/Datum
A tape guide is provided with each Meter. It protects the tape
from damage on rough edges of well casing and ensures easy,
consistent measurements, regardless of who takes the
readings. It can also provide support on the casing, for small
reels.

3

Multi Parameter Photometer

44 measurement methods.

Built-in-timer for measurement consistency accuracy.

Backlit Graphic LCD Display

Data Logging - Users can store up to 200 readings

PC Connectivity - Logged readings can be quickly and easily transferred

to a PC via USB using the software. USB for data export.

Auto-shut off, Battery Status Indicator, Error Messages, Cooling lamp



indicator.

Test Parameters: Aluminum ,Alkalinity ,Ammonia MR , Ammonia

LR ,Bromine , Calcium , Free Chlorine, Total Chlorine ,Chlorine Dioxide ,

Chromium VI HR , Chromium VI LR , Color of Water, Copper HR ,

Copper LR,, Fluoride , Calcium Hardness ,Magnesium Hardness, ,

Iodine, Iron HR ,Iron LR , Magnesium, Manganese HR , Manganese LR ,

Nickel HR, Nickel LR, Nitrate, Nitrite HR, Nitrite LR , Dissolved Oxygen

with respective reagents.

Specifications

Light
Source

up to 5 tungsten lamps with
different narrow band interference
filters

Light
Detector silicon photocell

Connectiv
ity USB

Logging 200 samples

Power
Supply

external 12 VDC power adapter or
built-in rechargeable battery

Environm
ent

0 to 50°C (32 to 122°F); RH max 95%
non-condensing

Weight 0.9 kg (2 lbs)

Dimensio
ns

235 x 200 x 110 mm (9.2 x 7.87 x
4.33”)



FORMAT FOR QUOTATION SUBMISSION

(In letterhead of the supplier with seal)

Date: _______________

To:

____________________________

____________________________

Sl.

No.

Description of

goods (with full

Specifications)

Qty. Unit Quoted Unit rate in Rs.

(Including Ex Factory price, excise duty, packing and

forwarding, transportation, insurance, other local

costs incidental to delivery and warranty/ guaranty

Total Price

(A)

Sales tax and other

taxes payable

In

%

In figures

(B)



commitments)

Total Cost

Gross Total Cost (A+B): Rs. ________________

We agree to supply the above goods in accordance with the technical specifications for a total contract price of Rs. ———————— (Amount in

figures) (Rupees ————————amount in words) within the period specified in the Invitation for Quotations.

We confirm that the normal commercial warranty/ guarantee of ——————— months shall apply to the offered items and we also confirm to

agree with terms and conditions as mentioned in the Invitation Letter.

We hereby certify that we have taken steps to ensure that no person acting for us or on our behalf will engage in bribery.

Signature of Supplier

Name: __________________

Address: __________________

Contact No: ______________




